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Engines Warranted

Standby Power Rating

Unlimited Time Running Prime Power Rating

Limited Time Running Prime Power Rating

Continuous/Base Power Rating

This Warranty applies to new Engines sold by Cummins and delivered to the first user on or
after April 1, 1999, that are used in generator drive applications anywhere in the world where
Cummins approved service is available. These Engines will have the following rating
designations:

Engines of this rating are applicable for supplying emergency power for the duration of the
utility power outage. No overload capability is available for this rating. Under no condition is
an Engine allowed to operate in parallel with the public utility at the Standby Power rating.
This rating should be applied where reliable utility power is available. A Standby rated
Engine is to be sized for a maximum of an 80 percent average load factor and 200 hours of
operation per year. This includes less than 25 hours per year at the Standby Power rating.
Standby rating should never be applied except in true emergency power outages.
Negotiated power outages contracted with a utility company are not considered an
emergency.

Engines with this rating are available for an unlimited number of hours per year in a variable
load application. Variable load is not to exceed a 70 percent average of the Prime Power
rating during any operating period of 250 hours. Total operating time at 100 percent Prime
Power shall not exceed 500 hours per year.

A 10 percent overload capability is available for a period of one hour within a twelve hour
period of operation. Total operating time at the 10 percent overload power shall not exceed
25 hours per year.

Engines of this rating are available for a limited number of hours in a non-variable load
application. It is intended for use in situations where power outages are contracted, such as
in utility power curtailment. Engines may be operated in parallel to the public utility up to 750
hours per year at power levels never to exceed the Prime Power rating.

Limited Time Running Prime Power ratings differ from Unlimited Time Running in that even
though the maximum power output of the Engines is the same, the Limited Time Running
allows the Engine to be parallel to the public utility and run at the full Prime Power rating and
must never exceed the Prime Power rating.
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Coverage
Base Engine Warranty

Extended Major Components Warranty

Engines with this rating are available for supplying utility power at a constant 100 percent
load for an unlimited number of hours per year. No overload capability is available for this
rating.

Continuous/Base Power ratings differ from Unlimited Time Running Prime Power ratings in
that the Continuous/Base Load ratings are significantly reduced from the Prime Power
ratings. Continuous/Base Load ratings have no load factor or application restrictions.

This Warranty covers any failures of the Engine, under normal use and service, which result
from a defect in material or factory workmanship (Warrantable Failure).

Coverage begins with the sale of the Engine by Cummins and continues for the Duration
stated below. The Duration commences either on the date of delivery of the Engine to the
first user, or on the date the Engine is first leased, rented or loaned, or when the Engine has
been operated for 50 hours, whichever occurs first.

Base Engine Warranty
Duration

Whichever Occurs First
Rating Months Hours
Standby Power 24 400
Unlimited Prime Power 12 Unlimited
Limited Prime Power 12 750
Continuous/Base Power 12 Unlimited

Engine aftertreatment components included in the Cummins Critical Parts List (CPL) and
marked with a Cummins part number are covered under Base Engine Warranty.

Additional Coverage is outlined in the Emission Warranty section.

The Extended Major Components Warranty covers Warrantable Failures of the Engine
cylinder block, camshaft, crankshaft and connecting rods (Covered Parts). Bushing and
bearing failures are not covered. The Duration commences either on the date of delivery of
the Engine to the first user, or on the date the Engine is first leased, rented or loaned, or
when the Engine has been operated for 50 hours, whichever occurs first.

Extended Major Components Warranty
Duration

Whichever Occurs First
Rating Months Hours
Standby Power 36 600
Unlimited Prime Power 36 10,000
Limited Prime Power 36 2,250
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Consumer Products

Cummins Responsibilities
During The Base Engine Warranty

During The Extended Major Components Warranty

Owner Responsibilities
During The Base Engine Warranty

During The Extended Major Components Warranty

Extended Major Components Warranty
Duration

Whichever Occurs First
Rating Months Hours
Continuous/Base Power 36 10,000

This Warranty on Consumer Products in the United States* is a LIMITED Warranty.
CUMMINS IS NOT RESPONSIBLE FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES.
Any implied Warranties applicable to Consumer Products terminate concurrently with the
expiration of the express Warranties applicable to the product. In the United States*, some
states do not allow the exclusion of incidental or consequential damages, or limitations on
how long an implied Warranty lasts, so the limitations or exclusions herein may not apply to
you.

These Warranties are made to all Owners in the chain of distribution and Coverage
continues to all subsequent Owners until the end of the periods of Coverage.

Cummins will pay for all parts and labor needed to repair the damage to the Engine resulting
from a Warrantable Failure when performed during normal business hours. All labor costs
will be paid in accordance with Cummins published Standard Repair Time guidelines.

Cummins will pay for the lubricating oil, antifreeze, filter elements and other maintenance
items that are not reusable due to the Warrantable Failure.

Cummins will pay reasonable travel expenses for mechanics to travel to and from the
Engine site, including meals, mileage and lodging when the repair is performed at the site of
the failure.

Cummins will pay reasonable labor costs for Engine removal and reinstallation when
necessary to repair a Warrantable Failure.

Cummins will pay for the repair or, at its option, replacement of the defective Covered Part
and any Covered Part damaged by a Warrantable Failure of the defective Covered Part.

Owner is responsible for the cost of lubricating oil, antifreeze, filter elements and other
maintenance items replaced during Warranty repairs unless such items are not reusable due
to the Warrantable Failure.
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During The Base Engine And Extended Major Components Warranties

Emission Warranty
Products Warranted

Coverage

Owner is responsible for the cost of all labor needed to repair the Engine, including the labor
cost for Engine removal and reinstallation. When Cummins elects to repair a part instead of
replacing it, the Owner is not responsible for the labor needed to repair the part.

Owner is responsible for the cost of all parts required for the repair except for the defective
Covered Part and any Covered Part damaged by a Warrantable Failure of the defective
Covered Part.

Owner is responsible for the cost of lubricating oil, antifreeze, filter elements and other
maintenance items replaced during repair of a Warrantable Failure.

Owner is responsible for the operation and maintenance of the Engine as specified in the
applicable Cummins Operation and Maintenance Manual. Owner is also responsible for
providing proof that all recommended maintenance has been performed.

Before the expiration of the applicable Warranty, Owner must notify a Cummins distributor,
authorized dealer or other repair location approved by Cummins of any Warrantable Failure
and make the Engine available for repair by such facility. Service locations are listed on the
Cummins Worldwide Service Locator at cummins.com.

Owner is responsible for communication expenses, meals, lodging and similar costs
incurred as a result of a Warrantable Failure.

Owner is responsible for non-Engine repairs, "downtime" expenses, fines, all applicable
taxes, all business costs and other losses resulting from a Warrantable Failure.

Owner is responsible for providing sufficient access to and reasonable ability to remove the
Engine from the installation in the event of a Warrantable Failure.

Owner is responsible for maintaining an operating Engine hourmeter. If the hourmeter is not
operational, Engine usage will be estimated at 400 hours per month.

This Emission Warranty applies to new Engines marketed by Cummins that are used in the
United States* or Canada in generator drive applications for Off-Highway use. This Warranty
applies to Engines delivered to the ultimate purchaser on or after April 1, 1999 for Engines
up to 750 horsepower and on or after January 1, 2000 for Engines 751 and over.

Cummins warrants to the ultimate purchaser and each subsequent purchaser that the
Engine is designed, built and equipped so as to conform at the time of sale by Cummins with
all U.S. Federal emission regulations applicable at the time of manufacture and that it is free
from defects in workmanship or material which would cause it not to meet these regulations
within the longer of the following periods: (A) Five years or 3,000 hours of operation for
industrial applications, five years or 3,500 hours of operation for industrial spark-ignited
Engines (GTA855, G855, G5.9C, G8.3C, GTA8.9E, QSK19G, QSK60G) and five years or
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